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(v) The maximum overall dimensions
of vessels that will be permitted to
transit MacArthur Lock are 730 feet in
length and 75 feet in width, except as
provided in paragraph (v)(1) of this sec-
tion. Further, any vessel of greater
length than 600 feet must be equipped
with deck winches adequate to safely
control the vessel in the lock under all
conditions including that of power fail-
ure.

(1) Whenever the Poe Lock is out of
service for a period exceeding 24 hours
the District Engineer may allow ves-
sels greater than 730 feet in length, but
not exceeding 767 feet in length to
navigate the MacArthur Lock. Masters
of vessels exceeding 730 feet in length
shall be required to adhere to special
handling procedures as prescribed by
the District Engineer.

(w) The maximum overall dimensions
of vessels that will be permitted to
transit the New Poe Lock without spe-
cial restrictions are 100 feet in width,
including fendering, and 1,000 feet in
length, including steering poles or
other projections. Vessels having over-
all widths of over 100 feet and not over
105 feet including fendering, and over-
all lengths of not more than 1,100 feet,
including projections, will be per-
mitted to transit the New Poe Lock at
such times as determined by the Dis-
trict Engineer or his authorized rep-
resentative that they will not unduly
delay the transit of vessels of lesser di-
mensions, or endanger the lock struc-
ture because of wind, ice, or other ad-
verse conditions. These vessels also
will be subject to such special handling
requirements as may be found nec-
essary by the Area Engineer at time of
transit. Vessels over 1,000 feet in length
will be required to be equipped with six
mooring cables and winches ready for
use to assist in safe transit of the lock.

(xX) Masters or other persons refusing
to comply with the regulations in this
section or any orders given in pursu-
ance thereof, or using profane, inde-
cent, or abusive language, may, in the
discretion of the District Engineer or
his authorized agents, be denied the
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privileges of the locks and canal

grounds.

[10 FR 14451, Nov. 27, 1945, as amended at 21
FR 8285, Oct. 30, 1956; 22 FR 401, Jan. 19, 1957,
22 FR 864, Feb. 12, 1957; 31 FR 4346, Mar. 12,
1966; 34 FR 18458, Nov. 20, 1969; 40 FR 8347,
Feb. 27, 1975; 40 FR 20818, May 13, 1975; 42 FR
6582, Feb. 3, 1977; 42 FR 12172, Mar. 3, 1977; 57
FR 10245, Mar. 24, 1992; 61 FR 55572, Oct. 28,
1996]

§207.441 St. Marys Falls Canal
Locks, Mich.; security.

and

(a) Purpose and scope of the regula-
tions. The regulations in this section
are prescribed as protective measures.
They supplement the general regula-
tions contained in §207.440 the provi-
sions of which shall remain in full force
and effect except as modified by this
section.

(b) Restrictions on transit of vessels.
The following classes of vessels will not
be permitted to transit the U.S. locks
or enter any of the United States ap-
proach canals:

(1)-(3) [Reserved]

(4) All oil tankers having draft and
beam permitting transit through the
Canadian lock; those having too great
a draft or beam to transit the Canadian
lock may continue to use the U.S.
locks. Tankers using the U.S. locks
will not be transited through the Mac-
Arthur Lock unless their drafts make
it necessary. All tanker transits shall
be in single lockages. While in the lock
area, smoking by personnel aboard
tankers is prohibited in any part of the
vessel regardless of locations.

(5) All vessels carrying explosives.

(c) Personnel restrictions. Masters of
vessels are responsible for the conduct
of crew and passengers while transiting
St. Marys Falls Canal and Locks and
for strict compliance with the regula-
tions. The following procedures are es-
tablished for the control of persons em-
barking or debarking from vessels
while transiting the locks:

(1) The master or mate and not more
than three deckhands will be permitted
to go ashore from transiting vessels
and then only for normal operations
and business incident to the transit. A
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maximum of four men will be per-
mitted ashore at any one time from
any one ship.

(2) Personnel—(i) Embarking. Person-
nel, including technicians, repairmen,
and company officials will be per-
mitted to embark at the locks if they
are in possession of a letter addressed
to the Area Engineer, St. Marys Falls
Canal, Sault Ste. Marie, Michigan,
from the vessel’s master, the operators
of the vessel, or the Lake Carriers’ As-
sociation, requesting that the individ-
ual named therein be permitted to em-
bark on a particular vessel. United
States vessel personnel must also be in
possession of a specially validated sea-
man’s document issued by the U.S.
Coast Guard. Their papers will be pre-
sented to the civilian guard on duty at
the main gate on Portage Avenue who
will arrange escort from the gate to
the vessel. Luggage will be subject to
inspection.

(ii) Debarking. The vessel master will
furnish prior notification to the Chief
Lockmaster at St. Marys Falls Canal
Tower (Radio Call WUD-31) that he has
vessel personnel, technicians, repair-
men or company officials aboard for
whom he requests authority to debark.
If authority to debark is granted such
personnel will be furnished a letter by
the vessel master, addressed to the
Area Engineer, St. Marys Falls Canal,
Sault Ste. Marie, Michigan, giving the
name and position of the individual
concerned. Personnel will not debark
until they have been properly identi-
fied by a licensed officer of the vessel
and the letter furnished to the escort
provided from the civilian guard detail
who will escort personnel to the gate.
In the event a person debarking for
medical attention is a litter case, noti-
fication will be given sufficiently in ad-
vance to permit the Chief Lockmaster
to route the vessel to the MacArthur
Lock in order that the long carry over
the lock gates may be avoided. The
Area Engineer will make the necessary
arrangements for clearance of ambu-
lances and medical personnel into the
lock area.

(3) No passengers or guest passengers
will be permitted to embark or debark
at St. Marys Falls Canal except in
emergency when medical attention is
required.
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(4) Letters cited in paragraph (c)(2) of
this section are valid only for a single
passage through the lock area. In the
event frequent access to the area is re-
quired a request for extended access
with reasons therefor will be submitted
to the Area Engineer, St. Marys Falls
Canal, Sault Ste. Marie, Michigan, who
may arrange for the necessary clear-
ance.

(5) Emergency needs to embark or de-
bark which develop with insufficient
time to follow the procedure outlined
in this paragraph will be approved or
disapproved by the Area Engineer, St.
Marys Falls Canal, Sault Ste. Marie,
Michigan, according to the cir-
cumstances of the individual case, and
requests therefor should be promptly
directed to him.

[19 FR 1275, Mar. 6, 1954, as amended at 21 FR
10253, Dec. 20, 1956; 23 FR 2300, Apr. 9, 1958; 24
FR 4562, June 4, 1959; 32 FR 10652, July 20,
1967; 35 FR 7512, May 14, 1970; 37 FR 4194, Feb.
2, 1972; 41 FR 3291, Jan. 22, 1976]

§207.460 Fox River, Wis.

(a) Use, administration and navigation
of the locks and canals—(1) Navigation.
The Fox River and Wolf River naviga-
tion seasons will commence and close
as determined by the district engineer,
Corps of Engineers, in charge of the lo-
cality, depending on conditions and
need for lock service. Days and hours
of lock operation will also be deter-
mined by the district engineer. Public
notices will be issued announcing or re-
vising the opening and closing dates
and operating schedules at least 10
days in advance of such dates.

(2) Authority of lockmaster. The move-
ment of all boats, vessels, tows, rafts
and floating things, both powered and
nonpowered, in the canals and locks,
approaches to the canals, and at or
near the dams, shall be subject to the
direction of the lockmaster or his duly
authorized representatives in charge at
the locks.

(3) Signals. All boats approaching the
locks shall signal for lockage by four
distinct whistles of short duration.
Locks will not be opened on such audi-
ble signal during the period when ad-
vance notice is required if the services
of the lock tender are required else-
where to meet prior requests for
lockages.
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